Specifications

odels | XW506 | XW503 | XW507 | XW508 XWS511i | Xw514
Digital Input
Channel - 4 | 5 - - -
Conmact - Wet - - -
Sink/Source (MEN/PNP) - Sink/Source - - -
On Voltags Level - +10 VDo ~ +50 VDo - - -
Wet Contact
Off Vohage Level | — +4VDC M, - - s
On Voltage Level | - - - - -
Oy COTREE | ol Ve Ll | = - - E -
Ingut Impedznce - 10 K Ohm - - -
Overvoltage Protection - &0 Vo - - -
Intrz-module Isolation, Field 1o _ R _ _ i
Legic
Digital Output
Channel - 4 5 - - -
Contact - Open Collector - - -
Sink/Source (MEN/PNP) = Sink = - B
Load Veltage - +10 VDo ~ +40 VDo - - -
Mz, Lozd Current - 200 ma&/channa! at 25 °C - - -
Owerload Protection - 14A - - -
Intrz-madule Isolation, Field @z = — - & 5y
Logic
Serial Port
Number of ports R5-23Z2x6 RE-232x2 R5-822/485 % 1 R5-232x8 R5-485:x 4 RS-485x 3
TR T e ol TaD+/D+, T=D-/D-,
Interface TxD, RxD, GND TdD, RxD, CT5, RTS, T«D, BxD, GND | Data+, Data-
GND RoD+, RxD-, GND
16C550 compatitle 160350 compatible
Speed: 115200 bps Max,
Data blt 15,67, 8
Stop bit : 1, 1.5, 2
Parity : Mone, Even, Odd, Mark, Spaca
FIFO: Internal 16 bytes for each port | FIFO: Internal 128 bytes for sach port
Interrupt Shared Intermups
Inu.a-mudule Isolation, Field o _ _ B _ 500 VoE i
Legic
Mechanical
D D Lx H) 66 mm x B2 mm x B o o i S W 66 mm x 82 mm x| 66 mm x 82 mm x | 66 mm x 82 mm x
13 mm 13 mm 14 mm 13 mm
Power Requirements
Ingput Voltage +E Yo from PAC
Consumption 0.2 W Max, 0.5 W Mz 0.4 W Max, 0.2 W Max 0.8 W Max, 0.6 W Mz
Environment
Dperating Temperature =25 °C ~ +75 °C
Storage Tempersture =30 °C ~ +75 °C
Hurnidity 10 ~ 95% RH, Non-condernsing




